
Notice About Asbestos Materials
Determine if your materials require an Asbestos Survey

• Asbestos Surveys are not required for-
Materials containing construction, demolition, and renovation from structures or an RV built after 1/1/2004, or for bare 
wood, bare glass, bare metal, and 3-tab (asphalt shingle) roofing (ex. bare wood would be free of sheet-rock, but it 
could be painted)

• Asbestos Surveys are required for-
Materials containing construction, demolition, and renovation from structures or an RV built before 1/1/2004. 
NOTE- Flat/built-up roofing has to have test results showing it has no asbestos in it, regardless of when it was 
constructed. Below is a list of most of the materials that need tested: 

Acoustical Plaster Ceiling Tiles and
Lay-in Panels

Ductwork Flexible 
Fabric Connections Fire Doors Laboratory Hoods/ 

Table Tops
Spray-Applied

Insulation

Adhesives Cement Pipes Electric Wiring
Insulation

Fireproofing
Materials

Packing Materials 
(for wall/floor
penetrations)

Thermal Taping 
Compounds

Asphalt Floor Tile Cement Siding Electrical Cloth Flooring Backing
Pipe Insulation 

(corrugated air-cell, 
block, etc.)

Textured Paints/
Coatings

Base Flashing Cement Wallboard Electrical Panel
Partitions

Heating and
Electrical Ducts Roll Roofing Thermal Paper

Products

Blown-in Insulation Chalkboards Elevator Brake Shoes High Temperature 
Gaskets

Roof Patching Ce-
ment Vinyl Floor Tile

Boiler Insulation
Construction Mastics 

(floor tile, carpet, 
ceiling tile, etc)

Elevator Equipment 
Panels HVAC Duct Insulation Roofing Felt Vinyl Sheet Flooring

Breaching Insulation Cooling Towers Fire Blankets Joint Compounds Roofing Shingles Vinyl Wall Coverings

Caulking/Putties Decorative Plaster Fire Curtains Laboratory Gloves Spackling Compounds Wallboard

Asbestos Containing Materials (ACM)



Requirements for Construction & Demolition Materials

 If your material requires an asbestos survey, use an accredited 
asbestos inspector to survey your project for materials that may 
contain asbestos. (A list of inspectors can be obtained from your 
local hauler listed above).

If your report from the accredited asbestos inspector and lab results 
indicate no asbestos containing material (ACM):

1. The load of material can be accepted with a waste acceptance
form provided by your hauler or transfer station.

2. Bring survey test results and waste acceptance form with your
load.

3. Your local transfer station or drop-box service will provide you
with the waste acceptance form to be completed prior to delivery.

 If any suspect material is in your load and has not been tested and 
cleared, your entire load will be rejected.

EXCEPTIONS

•  Bare wood, metal or glass does not require an
asbestos inspection.

•  A laboratory report from a self-taken sample will be
accepted IF; you are the primary resident and are
disposing of one suspect Asbestos Containing
Material only.

•  The Oregon DEQ has the discretion to approve
requests to waive the asbestos survey requirement
on a case-by-case basis.

• Three-tab composite roofing shingles (no tar paper).

Ph: 541.994.5555
www.northlincolnsanitary.com

Ph: 541.265.7249
www.thompsonsanitary.com

Ph: 541.336.2932
 www.dahldisposalservice.com

If your project contains Asbestos, contact your Lincoln County Hauler listed above or the Oregon Department of 
Environmental Quality: https://www.oregon.gov/deq/Hazards-and-Cleanup/Pages/Asbestos-Information.aspx

GET PREPARED by visiting one of the above websites. There you can find 
information regarding abatement contractors, asbestos inspectors, and other required forms

https://www.dahldisposalservice.com
http://www.northlincolnsanitary.com
https://www.thompsonsanitary.com
https://www.oregon.gov/deq/Hazards-and-Cleanup/Pages/Asbestos-Information.aspx



